590

THERMA V R290 Monoblok — vykonové tabulky

TOPENI — hodnoty maximalnich vykonu vé. efektu odtavani

HMO093HF.UB40

Water flow rate 25.9 LPM Water flow rate 16.2 LPM Water flow rate 12.9 LPM
LWT 30 *C LWT 35 *C LWT 40 *C LWT 45 °C LWT 50 *C LWT 55 “C LWT 80°C LWT 65 “C LWT 70°C LWT 75 “C

[CPB] | t¢ |cop| 7c [cop| Tc |cop| Tc |cop| Tc |cop | Tc |cop| TC | cop

25 790 | 214 | 777 | 199 | 792 | 190 | 808 | 1.82 | 820 | 1.74 | 840 | 1.66 | 840 | 1.56
-20 900 | 238 | 900 | 225 | 900 | 213 | 900 | 198 | 900 | 192 | 900 | 1.81 | 900 | 1.68

“15 9.00 | 265 | 900 | 246 | 9.00 | 235 | 9.00 | 222 | 9.00 | 210 | 900 | 2.00 | 900 | 1.86 [ 9.00 | 1.75 | 9.00 | 1.62 | 9.00 | 1.50

T 9.00 | 221 | 9.00 | 270 | 9.00 | 260 | 9.00 | 245 | 9.00 | 240 | 900 | 229 | 9.00 | 216 | 9.00 | 2.02 | 9.00 | 194 | 9.00 | 1.75
-4 900 | 363 | 900 | 323 | 900 ( 299 | 900 | 279 | 900 | 261 | 900 45 | 900 | 229 | 900 | 213 | 900 | 207 | 900 | 1.84

2
o 9.00 | 3.86 | 9.00 | 346 | 9.00 | 319 | 9.00 | 296 | 9.00 | 273 | 900 | 250 | 900 | 238 | 9.00 | 224 | 9.00 | 211 | 9.00 | 1.90
8.00 | 2.90 | 800 | 370 | 810 | 2.27 | 820 | 2.00 | 830 | 272 | 840 | 235 | 820 | 228 ( 810 | 2.18 | 800 | 199 | 7.00 | 1.75

5]

i 900 | 492 | 900 | 470 | 900 | 412 | 900 | 270 | 900 | 342 | 900 | 215 | 900 | 296 | 900 | 280 | 900 | 245 | 900 | 218

10 9.00 | 5.26 | 9.00 | 485 | 9.00 | 441 | 9.00 | 402 | 9.00 | 3.69 | 900 | 340 | 9.00 | 3.18 | 9.00 | 297 | 9.00 | 256 | 9.00 | 2.27

15 9.00 | 578 | 900 | 5.29 | 9.00 | 485 | 9.00 | 445 | 9.00 | 410 | 900 | 349 | 900 | 3.52 [ 9.00 | 3.27 | 900 | 2.74 | 9.00 | 242

18 900 | 607 | 900 | 555 | 900 | 500 | 900 | 468 | 900 | 432 | 900 | 400 | 900 | 271 | 900 | 3244 | 900 | 282 | 900 | 251

20 9.00 | 624 | 900 | 571 | 9.00 | 524 | 9.00 | 483 | 9.00 | 446 | 900 | 4714 | 900 | 3.84 [ 9.00 | 3.55 | 9.00 | 276 | 9.00 | 2.58

_ 000 | 605 | 900 | 571 | 900 | 538 | 900 | 5.04 | 900 | 471 | 900 | 4.27 | 0.00 | 404 | 800 | 270

HM121~123HF.UB60
Water flow rate 34.5 LPM Water flow rate 21.6 LPM Water flow rate 17.3 LPM
D}gdw LWT30°C | twT35°c | twr4o°c | twras*c | twrso°c | LWTs55°C | LWT 60°C | LWT 65 °C | LWT 70°C | LWT 75 °C
FCDBl [ tc [cop| 1c [cor| 7c [cor| 1c [cor| 1c [cor | 1c | cop

-25 836 | 242 | BOT | 223 | 7.79 | 202 | 754 | 1.82 | 732 | 160 | 637 | 1.33
-20 960 | 276 | 939 | 253 | 920 | 233 | 909 | 213 | 908 | 192 | 827 | 1.70
-13 1084 | 309 | 1069 | 288 | 1055 | 266 [ 1055 244 (1084 227 | 1076 | 214
-T 1200 | 362 |1200] 330 | 1200| 3.08 (1200 | 288 | 1200 266 |1200| 248
-4 1200 | 384 |1200| 349 |1200| 329 (12.00( 305 | 1200 ( 284 |1200| 260 |12.00| 235 | 1088 | 213 | 965 | 191 | 891 | 1.77
-2 1200| 398 | 1200| 3.63 | 1200| 341 (1200 319 | 1200 ( 295 [ 1200 270 | 12.00| 245 | 1145 | 222 | 1029 | 201 | 932 | 1.B4
2 1200 | 462 | 1200) 372 | 1200| 378 (1200 352 (1200 326 | 1200 295 |(1200| 259 | 808 | 168 | 684 | 144 | 636 | 1.34
T 1200| 532 |1200| 470 | 1200 | 428 (1200 397 (1200 ( 364 |1200| 337 (12.00| 286 | 1028 | 208 | 834 | 1.73 | 767 | 1.60
10 1200 | 574 |1200| 497 | 1200 | 461 (1200 425 (1200 ( 388 | 1200 348 [12.00| 3.00 |11.20| 228 | 990 | 202 | 895 | 182
15 1200 | 631 |1200| 565 | 1200 | 5.16 (1200 | 472 | 1200 ( 427 | 1200 3.81 [ 12.00| 336 | 1200 | 255 | 1200 | 237 | 1109| 217
18 1200 | 665 |1200| 602 | 1200| 548 (12.00( 500 | 1200 ( 4571 [ 1200 397 |12.00| 358 | 1200 | 278 | 1200 | 254 | 1169| 226
20 1200 | 687 |1200| 626 | 1200| 570 [ 12.00| 519 | 1200 ( 468 | 1200 | 417 | 12.00| 372 | 1200 | 293 | 1200 | 2.65 | 1200| 2.32

I_u.on} 733 |1200| 642 | 1200 585 [1200| 528 [ 1200 271 [ 1200] 414 [1200]| 246 | 1200] 220

LWT: Vystupni teplota vody (°C) COP: pomér vykonu k el. pfikonu (kW/kW)
TC: maximalni vykon (kW) Water flow rate: vodni pratok (I/min)
Outdoor temperature (°C DB): Venkovni teplota (°C teplota suchého teploméru)

Postup méfeni odpovida EN-14511





