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THERMA V Monoblok S2 — vykonové tabulky

CHLAZENI — hodnoty maximalnich vykont

HM121~123MRS.UB40

Water flow rate 34.5 LPM

Outdoor
Temperature LWT 7 °C LWT 10 °C LWT 13 °C LWT 15 °C LWT 18 °C LWT 20 °C LWT 22 °C
['C DB] TC EER TC EER TC EER TC EER TC EER TC EER TC EER
10 1200 | 522 | 1200 | 560 | 1200 | 587 | 1200 | 609 | 1200 | 642 | 12.00 | 664 | 1200 | 6.85
20 1200 | 445 | 1200 | 478 | 1200 | 502 | 1200 | 520 | 1200 | 549 | 12.00 | 567 | 12.00 | 586
30 1200 | 368 | 1200 | 386 | 1200 | 4.16 | 1200 | 432 | 1200 | 455 | 12.00 | 471 | 12.00 | 4.87
a5 1200 | 330 | 1200 | 355 | 1200 | 373 | 1200 | 3&7 | 1200 | 475 | 1200 | 423 | 1200 | 43a
40 11.05 | 281 119 | 306 | 1133 | 323 | 143 | 337 | 1157 | 358 | 1167 | 372 | 1176 | 385
45 1010 | 233 | 1037 | 257 | 1064 | 273 | 1083 | 28 | 1110 | 307 | 1128 | 320 | 1146 | 333
HM141~143MRS.UB40
Outdoor Water flow rate 40.3 LPM
Temperature LWT 7 °C LWT 10 °C LWT 13°C LWT 15 °C LWT 18 °C LWT 20 °C LWT 22 °C
[C DB] TC EER TC EER TC EER TC EER TC EER TC EER TC EER
10 1260 | 483 | 1280 | 6533 | 1310 | 6561 1330 | 6584 | 1360 | 618 | 1380 | 640 | 14.00 | 663
20 1400 | 428 | 1400 | 461 1400 | 484 | 1400 | 503 | 1400 | 531 1400 | 550 | 1400 | 569
a0 1400 | 363 | 1400 | 388 | 1400 | 408 | 1400 | 423 | 1400 | 445 | 1400 | 460 | 1400 | 4.75
as 14.00 | 330 | 1400 | 353 | 1400 | 369 | 1400 | 382 | 1400 | 430 | 1400 | 415 | 1400 | 428
40 12.35 | 2.81 1260 | 304 | 1284 | 320 | 1301 | 3.32 | 1326 | 352 | 1342 | 364 | 13.59 | 3.77
45 1069 | 232 | 11.19 | 254 1169 | 270 | 12.02 | 282 | 1251 | 3.01 1284 | 314 | 1317 | 3.26
HM161~163MRS.UB40
Outdoor Water flow rate 46.0 LPM
Temperature LWT 7 °C LWT 10 °C LWT 13 °C LWT 15 °C LWT 18 °C LWT 20 °C LWT 22 °C
["c DB] TC EER TC EER TC EER TC EER TC EER TC EER TC EER
10 1300 | 464 | 1360 | 505 | 1420 | 535 | 1460 | 558 | 1520 | 594 | 1560 | 6.17 | 16.00 | 6.41
20 16.00 | 4.02 | 16.00 | 437 | 16.00 | 4.61 1600 | 481 | 1600 | 510 | 1600 | 530 | 1600 | 550
30 16.00 | 3.41 16.00 | 368 | 1600 | 388 | 1600 | 403 | 1600 | 427 | 16.00 | 442 | 1600 | 4.58
35 1600 | 310 | 1600 | 334 | 1600 | 351 1600 | 366 | 1600 | 400 | 1600 | 399 | 1600 | 412
40 1360 | 270 | 13.96 | 292 | 1432 | 308 | 1456 | 320 | 1492 | 339 | 1516 | 352 | 1540 | 3.64
a5 1.20 | 229 | 11.76 | 250 | 1232 | 264 | 1269 | 276 | 1325 | 293 | 1362 | 305 | 14.00 | 3.16

LWT: Vystupni teplota vody (°C)
TC: maximalni vykon (kW)
Outdoor temperature (°C DB): Venkovni teplota (°C teplota suchého teploméru)

Postup méfeni odpovida EN-14511

EER: pomér vykonu k el. pfikonu (kW/kW)
Water flow rate: vodni pruatok (I/min)






