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THERMA V Split — vykonové tabulky
CHLAZENI — hodnoty maximalnich vykont

HUO051MR.U44 + HN091MR.NK5

Water flow rate 15.8 LFM

Qutdoor
Temperature LWT 7 °C LWT 10 °C LWT 13 °C LWT 15 °C LWT 18 °C LWT 20 °C LWT 22 °C
["C DB] TC | EER | TC | EER | TC | EER | TC | EER | TC | EER | TC | EER | TC | EER
10 642 | 457 | 695 | 485 | 749 | 513 | 785 | 531 | 839 | 559 | 875 | 578 | 911 | 596
20 605 | 386 | 637 | 423 | 670 | 461 | 691 | 486 | 723 | 523 | 745 | 548 | 766 | 574
30 568 | 315 | 579 | 362 | 590 | 409 | 597 | 441 | 608 | 488 | 615 | 519 | 622 | 551
35 550 | 280 | 550 | 332 | 550 | 384 | 550 | 418 | 550 | 460 | 550 | 505 | 550 | 539
40 532 | 245 | 534 | 284 | 535 | 324 | 537 | 350 | 538 | 390 | 540 | 417 | 541 | 443
45 513 | 209 | 517 | 237 | 521 | 264 | 523 | 283 | 527 | 310 | 529 | 329 | 532 | 347
HU071MR.U44 + HN091MR.NK5
Outdoor Water flow rate 20.1 LPM
Temperature LWT 7 °C LWT 10 °C LWT 13 °C LWT 15 °C LWT 18 °C LWT 20 °C LWT 22 °C
['C DB] TC EER TC EER TC EER | TC EER TC EER TC EER | TC EER
10 817 | 437 | 885 | 464 | 954 | 491 | 999 | 509 | 1068 | 535 | 1113 | 553 | 1159 | 571
20 770 | 370 | 811 | 406 | 852 | 442 | 880 | 466 | 921 | 501 | 948 | 525 | 975 | 549
30 723 | 303 | 737 | 348 | 751 | 393 | 760 | 422 | 774 | 467 | 783 | 497 | 792 | 527
35 700 | 270 | 700 | 319 | 700 | 368 | 700 | 401 | 700 | 450 | 700 | 483 | 700 | 515
40 677 | 237 | 679 | 274 | 681 | 311 | 683 | 336 | 685 | 374 | 687 | 399 | 688 | 424
45 653 | 203 | 658 | 229 | 663 | 255 | 666 | 272 | 670 | 298 | 674 | 315 | 677 | 332
HU091MR.U44 + HN091MR.NK5
Outdoor Water flow rate 25.9 LPM
Temperature LWT 7 °C LWT 10 °C LWT 13 °C LWT 15 °C LWT 18 °C LWT 20 °C LWT 22 °C
[C DB] TC EER | TC EER | TC EER | TC EER | TC EER | TC EER | TC EER
10 1050 | 408 | 1138 | 433 | 1226 | 458 | 1285 | 475 | 1373 | 500 | 1431 | 516 | 1490 | 533
20 990 | 349 | 1043 | 381 | 1096 | 414 | 1131 | 435 | 1184 | 468 | 1219 | 489 | 1254 | 51
30 930 | 290 | 948 | 330 | 965 | 369 | 977 | 396 | 995 | 436 | 1006 | 463 | 10.18 | 4.89
35 900 | 260 | 900 | 304 | 900 | 347 | 900 | 376 | 900 | 420 | 900 | 449 | 900 | 4.78
40 B70 | 230 | 873 | 263 | 876 | 296 | 878 | 318 | 881 | 350 | 883 | 372 | 885 | 3.94
a5 840 | 201 | 846 | 223 | 852 | 244 | 856 | 259 | 862 | 281 | 866 | 295 | 870 | 3.10

LWT: Vystupni teplota vody (°C)
TC: maximalni vykon (kW)
Outdoor temperature (°C DB): Venkovni teplota (°C teplota suchého teploméru)
Postup méfeni odpovida EN-14511

EER: pomér vykonu k el. pfikonu (kW/kW)
Water flow rate: vodni pratok (I/min)






