THERMA V Split — vykonové tabulky

CHLAZENI — hodnoty maximalnich vykont

HU041MR.U20 + HN0613M.NK5 / HN0613T.NKO

Water flow rate 11.50 LPM

Qutdoor
Temperature LWT 7 °C LWT 10 °C LWT 13 °C LWT 15 °C LWT 18 °C LWT 20 °C LWT 22 °C
["C DB] TC EER | TC EER | TC EER | TC EER | TC EER | TC EER | TC EER
10 400 | 530 | 400 | 598 | 400 | 677 | 400 | 727 | 400 | 797 | 400 | 841 | 400 | 850
20 400 | 472 | 400 | 531 | 400 | 597 | 400 | 638 | 400 | 6.94 | 400 | 729 | 400 | 7.60
30 400 | 398 | 400 | 444 | 400 | 496 | 400 | 511 | 400 | 570 | 400 | 595 | 400 | 617
35 400 | 340 | 400 | 375 | 400 | 435 | 400 | 460 | 400 | 480 | 400 | 505 | 400 | 520
40 400 | 291 | 400 | 335 | 400 | 373 | 400 | 395 | 400 | 424 | 400 | 439 | 400 | 452
45 400 | 231 | 400 | 272 | 400 | 304 | 400 | 321 | 400 | 330 | 400 | 341 | 400 | 365
HU061MR.U20 + HN0613M.NK5 / HN0613T.NKO
Qutdoor Water flow rate 17.25 LPM
Temperature LWT 7 °C LWT 10 °C LWT 13 °C LWT 15 °C LWT 18 °C LWT 20 °C LWT 22 °C
[FC DB] TC EER TC EER TC EER TC EER TC EER TC EER TC EER
10 600 | 480 | 600 | 562 | 600 | 637 | 600 | 684 | 600 | 750 | 600 | 7.91 | 600 | 830
20 600 | 432 | 600 | 500 | 600 | 562 | 600 | 601 | 600 | 654 | 600 | 686 | 600 | 7.15
20 600 | 340 | 600 | 418 | 600 | 467 | 600 | 497 | 600 | 536 | 600 | 560 | 6.00 | 581
35 600 | 320 | 600 | 368 | 600 | 403 | 600 | 438 | 600 | 480 | 6.00 | 490 | 6.00 | 500
40 574 | 277 | 581 | 315 | 587 | 351 | 591 | 372 | 600 | 399 | 600 | 413 | 600 | 426
45 548 | 220 | 561 | 256 | 573 | 28 | 581 | 302 | 594 | 322 | 600 | 333 | 600 | 3.41

LWT: Vystupni teplota vody (°C)
TC: maximalni vykon (kW)
Outdoor temperature (°C DB): Venkovni teplota (°C teplota suchého teploméru)
Postup méfeni odpovida EN-14511

EER: pomér vykonu k el. pfikonu (kW/kW)
Water flow rate: vodni pratok (I/min)
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