MULTI V — kanalové jednotky vysokotlaké

Staticky externi tlak + mnozstvi vzduchu

Postup stanoveni mnozstvi

ARNU76~96G B8A4 vzduchu viz pfedchozi strany.
ESP Lower Limit of Upper Limit of
Capacity Mode Set value (mmAq(Pa)) CMM External Static External Static
q Pressure(mmAq(Pa)) Pressure(mmAq(Pa))
Hi [ 60.0
factory set Mid 74 10(98) 50.0 10(98) 25(245)
Low 74 50.0
L HI 86 64.0
Standard Mid a3 15(147) 500 10(98) 25(245)
Low 83 50.0
Hl 86 720
factory set Mid 81 10(98) 64.0 10(98) 25(245)
Low a1 640
S HI 94 76.0
Standard Mid 89 15(147) 64.0 10(98) 25(245)
Low 89 64.0
Static Pressure(mmAq(Pa))
Setting Value | 3(29) [ 4(39) | 5(49) [ 6(59) | 9(88) | 12(118) | 15(147) [ 18(177) | 20(196) | 22(216) | 23(226) | 25(245)
Air Flow Rate [m®/min]
50 40.3 36.2 = = = B B = 3 = z =
55 488 44 2 364 - - - s . - = - -
60 549 50.2 497 450 - - i = i i s =
65 62.6 60.4 551 529 - - - - - - - -
70 67.9 645 621 607 471 - 4 - " 5 - -
75 755 722 69.0 685 56.9 447 - - - - - -
80 826 809 766 754 69.7 552 - - - - - -
85 888 859 820 8186 7886 674 559 - - - - -
91 947 93.0 90.4 902 871 789 B67.6 542 - - - -
95 - - - - - B6.1 770 66.4 506 30.0 - -
100 - - - - - 883 849 759 695 60.8 431 -
105 - - - - - 883 849 81.1 74 720 67.9 513
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Air Flow(CMM)

Capacity = vykonovy index vniténi jednotky

Mode / Standard (factory set) = rezim / standardni (vyrobné& nastavena hodnota)

CMM = mnozstvi vzduchu v m*/min
Lower / Upper limit of external static pressure = spodni / horni limit statického ext. tlaku (Pa)
Setting value (SV) = nastavena hodnota na dalkovém ovladaci

Static Pressure = ext. staticky tlak (mm vod. sloupce / Pa)

Hodnoty mnozstvi vzduchu jsou uvadény v m*/min (Air Flow / CMM)
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